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June 1, 2021 
 
 
 

RE: Roof Deck Inspection 

 

The requirements for roof decking require that the decking be a solid material.  The challenges 
currently being dealt with are a result of the quality of the available products in today’s market.  
In order to insure the integrity of the finished product by requiring solid material, Greene County 
will now require an inspection on the roof decking before any roofing coverings are applied.  

The deck inspection is required on one-by material only.  An inspection of 4 X 8 sheet material 

will not be required. 

Greene County Building Inspectors have been noticing and writing field corrections on one-by 
decking materials that have large gaps and knot holes that do not meet this requirement for solid 
decking.  Thus, the following criteria has been established in order for builders and contractors 
to have the ability to take corrective action prior to a roof deck inspection: 

 

If the decking has gaps over one-half inch (1/2”) and knot holes over one (1”) inch in size it will 

need to be repaired.  One of the following repairs is acceptable: 

 If the knot hole is over one inch (1”) in size, the board can be replaced with a 

solid board with no knot holes.  

 Covering the knot holes and gaps with a minimum 26 gage galvanized sheet 

metal will be acceptable. The metal has to be securely fastened to the roof 

decking below the underlayment. 

 Knot holes or gaps over four (4) inches wide cannot be repaired.  The board must 

be replaced. 

Call for inspection once the 1-by decking is in place and before any roofing material is installed. 
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